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VimaPerfil Dripper Profile in
PVC with Fiberglass Mesh

Perforated PVC Dripper Profile with built-in antialcaline fiberglass mesh
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Thermal Insulation Profiles

— Thermal Insulation System (ETICS)

www.vimaplas.pt

Storage Storage of this product must be done in its original packaging, in a dry place, protected 
from sun exposure, without any contact with water or other liquids.
Ideal storage temperature: +5ºC - +35ºC 

Handling of this product does not require special care. However, it may cause
irritation on sensitive skin. In this case, rinse thoroughly with cold water
and soap.

Precautions

- Complements the systems;
- Increases the lifetime of the structure;
- Protects the structure from mechanical damage;
- Facilitates and improves the aesthetics of the façades.

Advantages

Applied to the top of windows and doors ensures effective drainage of rainwater - 
dripping effect.
It protects the edges from mechanical shocks and prevents the appearance of micro 
cracks.
The removable protector film allows easy and clean application.
Suitable for all insulation thicknesses.
The last fiberglass reinforcement of the facade should overlap to the corner of the 
profile.

Application

Dimension 2,5 m lengthSupply
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The information on this sheet, and in particular the recommendations related to the application and end-use of the 
product, is provided in good faith and based on our knowledge and experience, when the product is properly stored, 
handled and applied under normal conditions. However, in each specific application there are variables that cannot be 
predicted, so it is the responsibility of each applicator to perform tests with substrates and other components to 
determine and evaluate the suitability of the product for the intended function, taking into account all parameters 
related to the application. Users should always consult the most recent versions of the datasheets for their products, 
which will be delivered on request

Note
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Technical Data
Material

Length

Mesh dimensions (mm)

PVC profile with fiberglass mesh with 
anti-alkaline treatment
2,5m (+- 10mm)

100x100


